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ABSTRAK 

Pengujian impak dilakukan untuk menilai ketangguhan suatu material saat 

mengalami benturan. Penelitian ini bertujuan untuk menganalisis Energi Impak 

yang diserap baja karbon sedang AISI 1045 menggunakan metode Charpy, serta 

memahami prosedur pengujian yang diterapkan. Penelitian ini menggunakan 

metode statistika dengan pendekatan kuantitatif dalam pengujian impak charpy, 

dengan variasi sudut awal pendulum sebesar 45°, 90°, dan 150°, setiap sudut 

dilakukan tiga kali pengujian. Hasil pengujian menunjukkan bahwa ketangguhan 

baja karbon sedang AISI 1045 berada pada nilai 244,069 Joule, dengan Harga 

Impak rata-rata sebesar 0,443 J/mm². Rata-rata ini diambil dari pengujian pada 

sudut 90° dan 150°, karena pada sudut tersebut Energi Impak yang dihasilkan cukup 

tinggi untuk menyebabkan spesimen patah. Kesimpulan dari penelitian ini 

menunjukkan bahwa peningkatan sudut awal pendulum menghasilkan Energi 

Impak yang lebih besar. Selain itu, semakin kecil sudut cos β atau sudut pendulum 

setelah menghantam spesimen, semakin besar energi yang diserap spesimen. 

Konsistensi hasil pengujian menunjukkan bahwa metode charpy dapat digunakan 

sebagai acuan dalam analisis ketangguhan baja karbon sedang AISI 1045 terhadap 

beban impak. 

 

 

 

Kata Kunci: Pengujian Impak Metode Charpy, Ketangguhan Material, Baja 
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ABSTRACT 

Impact testing is conducted to assess the toughness of a material when 

subjected to sudden loading. This study aims to analyze the impact energy absorbed 

by medium carbon steel AISI 1045 using the Charpy method, as well as to 

understand the testing procedures applied. This study employs a statistical method 

with a quantitative approach in Charpy impact testing, using variations in the 

initial pendulum angle of 45°, 90°, and 150°, with three tests conducted for each 

angle. The test results indicate that the toughness of medium carbon steel AISI 1045 

reaches 244.069 Joules, with an average impact strength of 0.443 J/mm². This 

average value is derived from testing at 90° and 150° angles, where the generated 

impact energy is sufficient to fracture the specimen. The findings of this study 

demonstrate that increasing the initial pendulum angle leads to greater impact 

energy. Furthermore, the smaller the cos β angle (the pendulum angle after striking 

the specimen), the greater the absorbed energy. The consistency of test results 

confirms that the Charpy method can be used as a reference in analyzing the 

toughness of medium carbon steel AISI 1045 under impact loading. 
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